
PART NUMBER

INDOOR

CABLE

RANGE

PART NUMBER

OUTDOOR

3TIS-7.2X-A 25-50mm2 3TES-7.2X-A

3TIS-7.2X-B 70-120mm2 3TES-7.2X-B

3TIS-7.2X-C 150-240mm2 3TES-7.2X-C

3TIS-7.2X-D 300-500mm2 3TES-7.2X-D

THREE CORE XLPE 7.2kV TERMINATIONS

PART NUMBER

INDOOR

CABLE

RANGE

PART NUMBER

OUTDOOR

1TIS-7.2X-A 25-50mm2 1TES-7.2X-A

1TIS-7.2X-B 70-185mm2 1TES-7.2X-B

1TIS-7.2X-C 240-300mm2 1TES-7.2X-C

1TIS-7.2X-D 400-500mm2 1TES-7.2X-D

1TIS-7.2X-E 630-1000mm2 1TES-7.2X-E

SINGLE CORE XLPE 7.2kV TERMINATIONS

PART NUMBER

INDOOR

CABLE

RANGE

PART NUMBER

OUTDOOR

1TIS-12X-A 16-35mm2 1TES-12X-A

1TIS-12X-B 50-95mm2 1TES-12X-B

1TIS-12X-C 120-240mm2 1TES-12X-C

1TIS-12X-D 300-500mm2 1TES-12X-D

1TIS-12X-E 630-800mm2 1TES-12X-E

SINGLE CORE XLPE 12kV TERMINATIONS

PART NUMBER

INDOOR

CABLE

RANGE

PART NUMBER

OUTDOOR

3TIS-12X-A 16-25mm2 3TES-12X-A

3TIS-12X-B 35-95mm2 3TES-12X-B

3TIS-12X-C 120-240mm2 3TES-12X-C

3TIS-12X-D 300-500mm2 3TES-12X-D

THREE CORE XLPE 12kV TERMINATIONS

Heatshrink Terminations
7.2 to 36kV

Picture shows Xlpe and Pilc 12kV Joints and 
Terminations undergoing type testing to BS 7888 

and Cenelec standard HD 628 S1 and HD 629.1 S1

ASTA Test Report Available
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§Tested to international standards

§Competitive pricing

§Identical to heatshrink systems currently in use,
therefore no jointer retraining required

§Thousands already installed worldwide

§Full supporting accessory range
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